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Technical Supplement Addendum 


Two-player mode notes 


Installing 
We recommend that you use the ‘complete installation’ option in the Head-to-Head 
installation program for two player mode, as this allows the game to calculate with greater 
accuracy and speed. 


Using the modem option 
If the name of your modem is not listed you can add your modem to the list using a 
standard text editor. You can edit the file (in the directory you installed Dawn Patrol to) 
using one of the following methods: 


Type EDIT MODEM.TXT <Enter> - if you have MS-DOS; 
Type E MODEM.TXT <Enter> - if you have PC-DOS; 
Use MS Word or Write to open the file as a text file. 


The MODEM. TXT file consists of entries in the following format: 


GENERIC Modem name 

AT &BO &KO &Q0 &DO &CO Modem initialisation string 
AT Z HO Modem hang up string 
9600 Baud rate 


Modem name - this is the text which will allow you to identify your modem from the list. 
Modem initialisation string - this is a Hayes standard init-string that is used to switch off 
error correction and data compression. Consult your modem manual for the correct 
parameters needed to do this. 

Modem hang up string - this is used to reset your modem when disconnecting. 

Baud rate - legitimate values for the baud rate are 9600, 19200, 38400. 


Please consult the your modem user guide for more information on initialisation strings, 
hang up strings, and baud rates. 


Correction to User Guide 


Map notes 
The map described in the User Guide is no longer accessible. 


New key - chat mode 
Pressing ‘M’ in-flight allows you to enter chat mode. Type a message using the keyboard 


and press <Enter to send. 
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